



































i3 Texas PACKAGE MATERIALS INFORMATION
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www.ti.com 6-Nov-2020
*All dimensions are nominal
Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)
TPS3809I150DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0
TPS3809150DBVT SOT-23 DBV 3 250 180.0 180.0 18.0
TPS3809J25DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0
TPS3809J25DBVT SOT-23 DBV 3 250 180.0 180.0 18.0
TPS3809K33DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0
TPS3809K33DBVT SOT-23 DBV 3 250 180.0 180.0 18.0
TPS3809L30DBVR SOT-23 DBV 3 3000 180.0 180.0 18.0
TPS3809L30DBVT SOT-23 DBV 3 250 180.0 180.0 18.0
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PACKAGE OUTLINE
DBVOOO03A 3 SOT-23 - 1.45 mm max height
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NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. Refernce JEDEC MO-178.

4. Body dimensions do not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
exceed 0.25 mm per side.
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EXAMPLE BOARD LAYOUT
DBVOOO3A SOT-23 - 1.45 mm max height
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NOTES: (continued)

5. Publication IPC-7351 may have alternate designs.
6. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
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EXAMPLE STENCIL DESIGN
DBVOOO3A SOT-23 - 1.45 mm max height
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NOTES: (continued)

7. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate

design recommendations.
8. Board assembly site may have different recommendations for stencil design.
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IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE
DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS”
AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY
IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD
PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with Tl products. You are solely responsible for (1) selecting the appropriate
TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable
standards, and any other safety, security, or other requirements. These resources are subject to change without notice. Tl grants you
permission to use these resources only for development of an application that uses the Tl products described in the resource. Other
reproduction and display of these resources is prohibited. No license is granted to any other Tl intellectual property right or to any third party
intellectual property right. Tl disclaims responsibility for, and you will fully indemnify Tl and its representatives against, any claims, damages,
costs, losses, and liabilities arising out of your use of these resources.

TI's products are provided subject to TI's Terms of Sale (https:www.ti.com/legal/termsofsale.html) or other applicable terms available either
on ti.com or provided in conjunction with such Tl products. TI's provision of these resources does not expand or otherwise alter TI's
applicable warranties or warranty disclaimers for Tl products.

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2021, Texas Instruments Incorporated
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